CertainTeed Low-Slope Roof Systems

FLINTLASTIC®SA

Self-Adhered SBS-Modified Bitumen Roof Systems
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Includes Application Instructions for Ambient Temperatures, 20°F - 49°F
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For more information on CertainTeed Commercial Roofing Products, go to www.certainteed.com.

CertainTeed Flintlastic roofing products are intended for use by professional roofing contractors only. It is the responsibility of the installer to
follow all appropriate and required safety precautions in conjunction with the installation of any CertainTeed roofing product.

Meets or exceeds ASTM D6164 (SA Mid Ply and SA Cap), ASTM D6163 (SA Cap FR) and ASTM D4601 (SA NailBase and PlyBase).

UL 2218 Class 4 Impact Resistance - Certain systems are
UL clasifed 0 to impact resistance asdescrived i e (RTtug) @ ICC-ES ESR-1388
APPROVED
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After more than a century of making reliable, durable roofing
materials, CertainTeed remains a leading trusted brand for
roofing distributors and contractors. We're rated #1 with
America’s building and remodeling professionals.

So whether you have a residential or commercial project, you
can turn to CertainTeed with confidence. We've been around
a long time, and our expertise goes into giving you better
products.

We manufacture complete systems and protect
you with strong warranties. We use the highest quality
materials, and that makes for better roofs — not to mention
lower life-cycle costs.
It’s all a part of our promise to you.

Quality made certain. Satisfaction guaranteed.TM

Self Adhered SBS-Modified Bitumen
Roofing System For Low Slope Roofs
CertainTeed Flintlastic® SA is a premium,
self-adhered SBS-modified bitumen roofing
system. With high quality materials bottom to top,
components of the Flintlastic SA system include:
Flintlastic SA NailBase

(base/anchor-mechanically attached)
Flintlastic SA PlyBase

(base or interply, self-adhered)
Flintlastic SA MidPly

(premium base or interply, self-adhered)
Flintlastic SA Cap (self-adhered)
Flintlastic SA Cap FR (fire-rated, self-adhered)
Flintlastic SA Cap CoolStar

(highly reflective, self-adhered)
Flintlastic SA Cap FR CoolStar

(fire-rated, highly reflective, self-adhered)
FlintPrime*® Aerosol
FlintPrime SA

(quick-dry water-based primer as needed)
FlintBond® SBS-Modified Adhesive, Caulk or
Trowel Grade (only, for construction details)

What Are The Advantages?

Self-adhered roofing offers the time-tested
protection of modified bitumen roof systems for

a fraction of the labor with no fumes, flame, asphalt
kettle or occupant disturbance. The application of
self-adhered low-slope roof systems is also easier
to master than traditional bituminous application
methods.

Flintlastic SA systems are valued for:
* Superior initial and long-term bonds;

« Excellent applicator handleability in hot or cold
temperatures;

+ Allowed application temperatures as low as
20°F (cold weather application instructions must
be followed when ambient temperatures are
between 20°F - 49°F);

* Wide array of cap sheet colors true-blended to
complement popular CertainTeed shingles

« National stocking at all CertainTeed facilities
with mix-truck allowance (shingles/Flintlastic
SA);

» Excellent sales and applicator support.

Where can | use it?

The value associated with labor savings and safety
can be applied to any roof project. In addition,
Flintlastic SA roof systems are ideal when access to
the roof is limited, such as high-rise buildings. And
no asphalt kettle means no odor, which makes SA
systems an ideal solution on healthcare, education,
hospitality and residences/condos where occupant
comfort is tremendously desirable.

Considerations for Intended Use

If multiple SA products are listed, products are
listed in order of warranty duration from shortest

to longest, with the exception of SA Cap and SA
Cap-FR; SA Cap FR is intended for use where Class
A fire rating is required (see ig.ulprospector.com for
Class A system specification). NOTE: Removal of the
roof system (at end of life) may be difficult when
adhering PlyBase or MidPly direct to a roof deck
(i.e. wood, concrete).

Energy Savings

Flintlastic SA Cap and SA Cap FR are available

with CoolStar highly reflective granules, and can

be used to comply with the 2016 California Title 24
Part 6 Cool Roof Requirements, CRRC product

ID 0668-0146. Specific product details can be found
on product technical data sheets or by viewing
www.coolroofs.org.

The Flintlastic SA Family Of Products
CertainTeed offers two types of primers for use with
Flintlastic SA systems. FlintPrime asphalt primer and
FlintPrime SA quick-dry, water-based primer are
designed to enhance the adhesion of self-adhered
roofing membranes. Available in 14 oz spray cans,
T-gallon cans, 3.5-gallon buckets, and 5-gallon pails.

FlintBond SBS-Modified Bitumen Adhesive is a
premium grade adhesive. With Flintlastic SA
membranes, the Trowel and Caulk grade may be
used for endlap, sidelap bead and vertical flashing
details. Available in 10.3 oz caulk tube, 3 gallon, and
5 gallon drums. A hot air welder, in combination
with a hand-held silicone roller, may also be used for
these details in lieu of FlintBond and is required for
cold weather application.
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2 Ply System Specifications

Roll Dimensions 64'6" x 39-3/8" 64'6" x 39-3/8" 321" x 39-3/8" 32" x 39-3/8" 321" x 39-3/8"
Thickness 15 mm 1.5 mm 2.8 mm 4.0 mm 3.2 mm
Weight 82 Ibs 86 Ibs 63 Ibs 95 Ibs 88 Ibs.
Nailable Deck T ov"‘Aop:‘[;Na“ab:sg;kim Coverage 2 Squares 2 Squares 1Square 1Square 1Square
Sheathing Pap 4End Lap_‘i FlintPrime SA Primer Top Surface Permanent Film Permanent Film Permanent Film Mineral Mineral
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(if yeqjyed) 39%" i 5 . (If Required) End Laps Bottom Surface Sand Removable Removable Removable Removable
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i {Fasten & e Staggered " Reinforcement Fiberglass Mat Fiberglass Mat Fiberglass Mat Non-Woven Heavy Duty
Drainage course 2) 3 Apart (min) '
T : i Drainage : M b Polyester Mat Fiberglass Mat
E“ Nalls : Tensile (Ib/in) 65/40 (MD/CD) 65/40 (MD/CD) 75/50 (MD/CD) 85/67 (MD/CD) 64/58 (MD/CD)
= RENPATP i Elongation (%) 6/5 (MD/CD) 6/5 (MD/CD) 5/5 (MD/CD) 61/66 (MD/CD) 4/4 (MD/CD)
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J 1, ] . Flintlastic SA NailBase", Fiintiastic SA PlyBase, _Flintastic SA Cap (FR) Flintlastic® SA Cap Colors

I or Flintlastic SA MidPly
Flintlastic SA Cap (FR) o
Flintlastic SA Cap (FR) CoolStar

Flintlastic SA Cap (FR) CoolStar

i NailBase, i asphalt, may be substituted for the
self-adhered PlyBase or MidPly over primed concrete decks or approved
insulation. Do not apply PlyBase or MidPly using hot asphalt.

Flintlastic SA Cap is available in a variety of “true-blend” colors
to complement popular CertainTeed shingles.

Flintlastic SA NailBase

Specification: SA-N-2-S
Flintlastic® SA NailBase, nailed.
Flintlastic SA Cap (FR), self-adhered.
For use over nailable decks.

Specification: SA-C-2-S

Flintlastic SA PlyBase or MidPly, self-adhered as
base ply. Flintlastic SA Cap (FR), self-adhered.
For use over non-nailable decks or

approved insulation.

3 Ply System Specifications

Non-Nailable Deck 7
i or Approved Insulation End—
Ralibebadk 4*EndLap— %" FiintPrime SA Primer Lap
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Fiintlastic SA NailBase T Fiintlastic SA Cap (FR)
Fiintlastic SA PlyBase  Fintlastic SA Cap (FR) CoolStar
or Flintlastic SA MidPly

Specification: SA-N-3-S

Flintlastic® SA NailBase, nailed.

Flintlastic SA PlyBase or MidPly, self-adhered.
Flintlastic SA Cap (FR), self-adhered.

For use over nailable decks.
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then cap. Thus no hot asphalt would be used. Adequate roof system ventilation is required.

Specification: SA-C-3-S

Flintlastic SA PlyBase or MidPly, self-adhered
as base ply.

Flintlastic SA PlyBase or MidPly, self-adhered.
Flintlastic SA Cap (FR), self-adhered.

For use over non-nailable decks or
approved insulation.

See Constructions Details in this manual or full Details in the Commercial Roof System Specification manual.
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